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Lifting extensible system for vehicle roof 

Level - Lift Roof Evo 

Level-Lift Roof Evo is conceived in order to take advantage to the Level-Plane EVO for land surveying, 

infrastructures, architecturals and structural reliefs. 

Composed of 4 pneumatic extensible segment (max 3.00 m height), a support plate for Level-Plane EVO 

and a frame that allows the mounting on the vehicle roof rack. 

The solid structure of the aluminum frame, holding the pole and its components. It’s adaptable to any 

vehicle. 

Example: 



For topographic detailed survey  

Using Level-Lift Roof Evo combined with the Scan & Go system, thanks to the choise to rase the 3D Laser 

Scanner gripping point it’s possible to obtain a significative decreasing of the scanning sessions, saving 

surveying time. 

 

 

 

 

 

 

 

 

 

 

 

 

For structural and architectural  survey  

Using the Level-Lift Roof Evo combined with Level-Plan Evo only, and thanks to the possibility of adjusting the 

pole height, you can increase the details precision ,cutting out balcony shadows , trays of windows and high 

parts not visible from the ground. Greatly improving measurement quality due to the increase verticality of the 

gripping point to the object detected.  

With the leveler installed on top , all scans are perfectly leveled.  



 Dimensions closed system     125 x 48 x h. 35 cm 

 Extended pole height      3,00 mt 

 Extension      4 

 Maximum load                   45 kg 

 Weight                  55 Kg 

 Bars wheelbase car        70 cm 

 Electricity supply                                  12V  16A     (absorption maximum load of the air compressor) 

 Maximum operating limit of recovery slope of the ground in the longitudinal axis of the vehicle (direction of travel) with 

vertical pole without extensions opened  Total   20°  of which  0° +10° e  0° -10° 

 Maximum operating limit of recovery slope of the ground along the perpendicular axis to the vehicle (transverse to the 

direction of travel     Total   20°  of which  0° +/- 10°  

 Temperature limit for use of the equipment  - 15° C   + 40° C 

 Temperature limit for the storage of equipment    - 30° C  + 50° C 
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Details 

Power source 

and control  

connections 

Two electrical motors 
 
Plate for 

Level-Plane Evo 

Alluminium frame and 

brackets for roof bars  

Level-Lift Evo  

can be used with any 3D  

Laser Scanner brand !  

 

Composed of 

LLR  Level-Lift Roof 

TA  Aluminium frame 

STA  Roof bar brackets 

UCLR  LLR-E Controller 

CLR  Connecting cable from LPE to LLR-E 

CPC  Power cable 

PCP  Support plate 

BMA  Soft bag for accessories 

Level-Lift Roof Evo P/N LLR-E 


